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Technical data 
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INFOtainment STEEL-Design 18.5" (Bus)

Size 18.5"

Resolution 1.366 x 768 (WXGA)

Active Display Area 410 mm x 230 mm  

Aspect Ratio 16 : 9

Brightness approx. 300 cd/m² (Nits)

Backlight-Illumination LED

Contrast Ratio 3.000 : 1

Viewing Angle horizontal: 178°, vertical: 178° 
ultra-wide viewing

Display Colours 16.7 M, 24 Bit

Colour / Surface / Material painted steel

Weight approx. 6.5 kg

Operating Temperature Range 0°C ... +50°C 
(depending on design and vehicle integration)

Storage Temperature Range -20°C ... +60°C

Operating Voltage 24 V-DC (16.8 V ... 32 V)

Power Consumption approx. 40 W

Interfaces digital (DVI / DP), analogous (VGA)
optional: IP/Ethernet (M12), IBIS (VDV 300), USB, 
STOP-Signal, Audio Line-Out

Standards EMC
Regulation ECE-R10

Flammability   
Regulation ECE-R118

Practical steel-design

Brilliant display of text, graphics 
and images

Toughened safety glass

Fanless

Low power consumption

Service-friendly design

Low weight

Low heat emission

TFT with LED-backlight

Maintenance-free

Luminator Technology Group


